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Material Data Information 

Our face shield design follows the comfort, safety and protection requirements of the CDC and FDA. Our face shield is tested 
to ANSI/ISEA Z87 D3 Personal Eye and Face Protection Devices guidelines set by the International Safety Equipment Association, 
approved by American National Standards Institute 

 

Density

Hardness

Tensile 
Strength
Max Operating 
Temperature

Impact Strength

Units Shield Foam

lbs/ft³ 86

D 85 --

1.4

psi 8700 10

°F 145 200

ft·lbf/in² 90.4 --
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Face Shield 
Our face shield features an anti-fog transparent plastic 
shield that prevents exposure to contaminants and other 
substances. The shield is attached to a comfortable foam 
band that prevents obstruction with facial features, glasses, 
and masks. An elastic band is �t to secure the face shield 
in place.

 
 - Anti-fog shield material
 - Can be worn with safety glasses 
 - Can be worn with N95 and like facemasks 
 - Tapered edges allow full head movement 
 - 1 Size �ts all
 - Latex-free
 - Disposable
-  Standard shield thickness is 0.01”, but can vary 
    between 0.007” and 0.02”.
-  Elastic band may be black or white 
 

Features
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regarding suitability of any material described herein for the use contemplated, the manner of such use, and whether the use infringes any patents is the sole responsibility of the user. There is no warranty, expressed 


